
BASIC 3400 lm

Innovative: Simple replacement of modules with plug & play system		

Economical: Energy efficiency

Intelligent: Integrated thermal management		

Application areas:

•	Parking garages
•	Gas stations
•	Industrial facilities

•	Production facilities
•	Outdoor areas
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BASIC 3400 lm

Example of luminous intensity distribution: P-optics DIN 67528
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LIGHT HOUSING

Material Housing PC + ABS | Lid PP | Optics PMMA

Installation type Installation in panel, fastening clamps for direct screwing

Dimensions (Length x Breadth x Height) Module with 2.5 mm² through-wiring:
466 x 78 x 64 mm

Weight 1,0 kg

Protection type IP 65

Glass type PMMA

Impact resistance IK 06

ILLUMINANT PROPERTIES

Illuminant Type LED module each with 28 LEDs

Optical System I - Optics | P - optics
PMMA single optics

Luminous flux (per module) 3.400 lm (100%) | 1.800 lm (50%) | 370 lm (10%)

Luminous output 126 lm/W

Colour temperature 4.000 K (neutral white)

Colour Rendering Index (Ra) >  8
0

Dimming (Power control) Half-night-switch 100 % | 50 %, circuit 100% |10% 
or with conventional DALI * controllable

Lifetime at (ta) 30°C 60.000 hours L90B10 (according to IES LM 80 & TM 21)
100.000 hours L80 | B10

Temperature management LED driver specific safety function

ELECTRICAL PROPERTIES

Power rating 27 W (100%) | 13,5 W (50%) | 4 W (10%)

Protection class SK I

Operating voltage/ Frequency 220 – 240 V | 0 / 50 / 60 Hz

INSTALLATION REQUIREMENTS

Application areas Parking garages | Gas stations | Industrial facilities | Production facilities

Permissible ambient temperature (ta) -25 °C to + 35 °C

OTHER PROPERTIES

Certification | Energy efficiency class CE, A ++, A +, D (suitable for fire-extinguished premises)
suitable for IFS certified companies according to DIN 10500

* List of compatible controls on request




