
ECO CIRCLE MODUL AMBER

Certified: LED module as a certified luminaire

Environmentally friendly: light for sensitive areas

Flexible: Different variants and profile lengths

Application areas:

•	Nature reserves
•	Public places
•	Historic districts
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ECO CIRCLE MODUL AMBER

LIGHT HOUSING

Lamp type Module with 14 LEDs

Ballast Electronic | integrated in the module

Control Optional power line control | dimmprofile | DALI

Mains connection 220 - 240 V | 50 - 60 Hz

Electrical protection class SK II

Power factor ≥ 0,95 c

System performance 12,1– 34,5 W

Surge protection 10 KV

Cable length 0,6 m | 5 m | 7 m

ILLUMINANT PROPERTIES

Effective system light current 1.000 - 2.500lm

Light efficiency up to 83 lm/W

Colour temperature amber

Colour rendering index (Ra) CRI > 60

Luminous flux 90% after 60,000 operating hours (according to IES LM 80 & TM 21)
80% after 100,000 operating hours

Light distribution Rectangular symmetric or rectangular asymmetric light distribution

OTHER PROPERTIES

Dimensions 137 mm, 289 - 414 mm

Weight 1.020 g - 1.375 g

Material Distance tube: Alumium anodised
Light curtain: PMMA

Mounting In the luminaire housing via mounting plate or direct screw connection

IP Protection class IP 40 

Ambient temperature -40°C to +35°C
+35°C to +55°C (reduced luminous flux) 

Certification CE
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